
GEAR/CANOPY/THROTTLE Warning Circuit Table
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BUZZER
(see note)

Parked nose down for engine
start.-√√IDLEUPOPEN

Caution!
Takeoff with canopy open!

√-√ADVDOWNOPEN

Normal cruise operations---ADVUPLOCKED

Parked nose down for engine
start.-√√ADVUPOPEN

Notes
Green
GEAR
Lite

Red
GEAR
Lite

CANOPY
LITE

THROTTLE
(switch

closed when
IDLE)

GEAR
(switch closed

when gear
down)

CANOPY
(switch
closed
when

locked)

Gear down reminder√--IDLEDOWNLOCKED

Gear down reminder√--ADVDOWNLOCKED

Caution!
Landing with gear up!

-√-IDLEUPLOCKED

Canopy open during clearance,
taxi, before takeoff /after landing

checklists, etc.
√-√IDLEDOWNOPEN

Note: Horn Defeat Momentary Switch Removes Horn for this warning until throttle cycled from IDLE-->Advanced-->IDLE again.



Canopy: locked

Canopy: not locked
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Fuel
RED

Switch closed
when Main

Tanks Selected
closed

Switches closed when
throttle near idle power

Switches closed when
gear down and locked

Switch closed when
canopy locked
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